NOTES:

1) Install ground rod in pull box.

2) Maximum 2 conduits per fixture. 3 conduits require adjacent pul
3) Dissimilar metals separated dielectrically.

4) All bolts, nuts, washers, and hardware shall be galvanized steel.
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1. Contact: Pacific Lighting Sales Inc. 2366 Birtcher Drive, Suite

1-3/8" WALL (TYP)

#12 GA. SPIRAL
STEEL WIRE AT 3“ PITCH

HAND HOLE
FRAME

ASTM A-82

100 Lake Forest, CA 92630, (949) 597-1633,
http://www.pls-inc.com

) mmmmnwmﬂmm.m el VIRE WELDED 2. Order: Pole VBF04.7SPL, Victorian Fluted Pole, Pole Mix
» N TO_SPIRAL WIRE (2P3S) Santa Barbara Black & White exposed
16 BOLT d A_A._\__m_v_.mw W_>.mo. \o ASTH A-62 aggregate finish, with flat water sealer coating -
CIRCLE : A WIRE CLAMP ASTM C-150 TYPE Ill gray cement.
Lol 3. Specify Tamper Proof Door Screws.
OPTION 1 OPTION 2 POLE SECTION 4. Baseplate is included.
INDATION: 2'x 2’ INDATION: 2/DI 5. (4) ¥%4"x24"x4" galvanized steel bolts & hardware included.
1nczwmwm_.ﬂ__‘ m&x 2 _..n_czwmw.H_.ﬂ__‘ mm.u . 6. _,\_OU\_.m_,\_“ Plug down pole length to 14'-3" OAL.
REVISED LW\M% APPROVED CITY OF SANTA BARBARA — PUBLIC WORKS DEPARTMENT STANDARD DETAIL
POLE STANDARD: TYPE C-08 3_003.0-08
PUBLIC WORKS DIRECTOR DATE PEDESTRIAN LIGHT POLE .




